Glass cover temperature and top heat loss coefficient of a single glazed flat plate collector with nearly vertical configuration  by Kumar, Suresh & Mullick, S.C.
Ain Shams Engineering Journal (2012) 3, 299–304Ain Shams University
Ain Shams Engineering Journal
www.elsevier.com/locate/asej
www.sciencedirect.comMECHANICAL ENGINEERINGGlass cover temperature and top heat loss coeﬃcient
of a single glazed ﬂat plate collector with nearly
vertical conﬁgurationSuresh Kumar *, S.C. MullickCentre for Energy Studies, Indian Institute of Technology, Delhi, Hauz Khas, New Delhi 110 016, IndiaReceived 27 September 2011; revised 19 February 2012; accepted 21 March 2012
Available online 25 April 2012*
En
05
E-
(S
20
El
Pe
htKEYWORDS
Solar collector;
Vertical conﬁguration;
Glazing temperature;
Heat losses;
Top heat loss coefﬁcientCorresponding author. Prese
gineering, PDM College of E
7, India. Tel.: +91 1276 221
mail addresses: skjesm
. Kumar).
90-4479  2012 Ain Shams
sevier B.V. All rights reserve
er review under responsibilit
tp://dx.doi.org/10.1016/j.asej
Production and hnt addres
ngineerin
773; fax:
@yahoo
Universit
d.
y of Ain
.2012.03.0
osting by EAbstract An empirical relation for glass cover temperature of a single glazed ﬂat plate collector for
angle of tilt 60–90 is proposed. Values of glass cover temperature obtained from empirical relation
have been used for computation of top heat loss coefﬁcient of collector. Analytical equation has
been employed for estimation of top heat loss coefﬁcient, Ut. The range of variables covered in
the present analysis is 20 C to 150 C for absorber plate temperature, 0.1–0.95 for absorber coating
emittance, 20–50 mm for air gap spacing, 60–90 for collector tilt, 5–30 W/m2 K for wind heat
transfer coefﬁcient and 10 C to 40 C for ambient temperature. The maximum absolute error
in values of Ut is within two percent, in comparison to values obtained by numerical solution of
heat balance equations, over the entire range of variables.
 2012 Ain Shams University. Production and hosting by Elsevier B.V.
All rights reserved.s: Department of Mechanical
g Bahadurgarh, Haryana 124
+91 1276 221714.
.co.in, skjesm@gmail.com
y. Production and hosting by
Shams University.
08
lsevier1. Introduction
The integration of solar thermal systems into fac¸ades of build-
ings to meet energy requirements of buildings (for domestic
hot water, space heating, air-conditioning and lighting) is sup-
ported by many researchers in different parts of world [1–6]. It
has been quoted [1] that in most European countries, buildings
account for approximately 40% of the total energy use. The
concept of solar buildings (solar heated and cooled and PV
powered), to meet their energy requirement, is gaining momen-
tum. Design of solar buildings requires integration of solar
thermal systems, PV panels into roof or walls [1]. Krauter
et al. [2] have mentioned that the application of solar energy
technology to buildings often depends on its ability to be
integrated into common building structures, such as fac¸ade
elements. Fac¸ade-integrated photovoltaic thermal collector
Nomenclature
c empirical factor
e empirical factor
ep emittance of absorber plate
f empirical factor
hcpg convective heat transfer coefﬁcient between absor-
ber plate and glass cover (W m2 K1)
hrga radiative heat transfer coefﬁcient between glass
cover and ambient (W m2 K1)
hw wind heat transfer coefﬁcient (W m
2 K1)
k thermal conductivity of air (W m1 K1)
kg thermal conductivity of glass cover (W m
1 K1)
L air gap spacing between absorber plate and glass
cover (m)
Lg thickness of glass cover (m)
Nu Nusselt number (hcL/k)
Pr Prandtl number
r ratio of outer to total resistance
RaL Rayleigh number gb0(Tp  Tg)L3 Pr /m2
_Q00t top heat loss ﬂux density (W m
2)
Ta ambient temperature (K)
Tg average temperature of glass cover (K)
Tp average temperature of absorber plate (K)
Ut top heat loss coefﬁcient (W m
2 K1)
b collector tilt angle with respect to horizontal ()
b0 volumetric coefﬁcient of expansion (per K)
r Stefan–Boltzman constant (W m2 K4)
eg emittance of glass cover
ep emittance of coating of absorber plate
m kinematic viscosity of air (m2 s1)
300 S. Kumar, S.C. Mullickhas the potential to become one of the most desirable methods
for electricity generation and water heating [3]. Flat plate col-
lectors with single glazing are mostly used in building-inte-
grated systems.
Matuska and Sourek [4] have proposed the utilization of
solar energy for domestic hot water heating by installing fac¸-
ade ﬂat plate solar collectors in many ﬂats (apartments) of
Czech Republic (established between 1950s and 1970s, which
were ready for major renovations). Tripanagnostopoulos
et al. [5] have mentioned that the integration of ﬂat plate solar
collectors in buildings should be compatible with the architec-
tural design, while solar collectors with colored absorbers
would be aesthetically preferable. The selective colored
absorbers could be more effective for improving the thermal
performance of ﬂat plate collectors in a wide range of operat-
ing temperatures than the absorbers with color paints of high
emissivity [5]. Zhai and Wang [6] have quoted that the current
use of energy in buildings accounts for approximately 25% of
total energy consumption in China, and mainly consists of
domestic hot water, heating and air-conditioning systems.
The government of China has been planning big in the ﬁve
year plans encouraging solar energy research for the purpose
of developing key technologies involved in the integration of
solar thermal systems with buildings [6]. China has been pursu-
ing plans of putting into millions of square meter of solar
water collectors and integration of solar collector modules into
buildings [6].
Top heat loss coefﬁcient is required for evaluating thermal
performance of solar collectors. A correct value of Ut is also
important for design, simulation of heat losses or thermal
performance evaluation of ﬂat plate collectors with vertical
conﬁguration. These are used at high latitudes and are inte-
grated with building walls. Top heat loss coefﬁcient, Ut, has
to be computed for various values of different variables like
emittance of absorber coating (ep), absorber plate temperature
(Tp), ambient temperature (Ta), wind heat transfer coefﬁcient
(hw), air gap spacing between absorber plate and glass cover
(L) and angle of inclination of collector (b). Top heat loss coef-
ﬁcient of a ﬂat plate collector can be computed by numerical
solution of heat balance equations or approximately by empir-
ical equations [7–12].The most popular approximate method for calculation of
Ut, using Klein’s equation quoted by Dufﬁe and Beckman [9]
is:
Ut ¼ N
C
Tp
TpTa
Nþf
h ie þ 1
hw
2
64
3
75
1
þ rðT
2
p þ T2aÞðTp þ TaÞ
ðep þ 0:00591NhwÞ1 þ 2Nþf1þ0:133epeg
h i
N
ð1Þ
where f is the (1 + 0.089hw  0.1166hwep)(1 + 0.07866N), e
the 0.43(1  100/Tp), and C is the 520(1  0.0051b2) for
0< b< 70. For 70< b< 90, use b= 70.
Approximate method for calculation of Ut of ﬂat plate col-
lector has been widely used since seventies [13]. It has been
analyzed [13,14] that empirical equations [9,11] resulted into
large errors in Ut because the equations were derived by
regrouping and approximating the convective and radiative
terms since the glass cover temperature, Tg, is unknown. An
improved technique for predicting Ut of ﬂat plate collector
with single glazing was proposed [13]. Analytical equation
was used for calculation of Ut with an empirical relation for
Tg [13]. Mullick and Samdarshi [13] proposed the use of the
following analytical equation for Ut for a ﬂat plate collector
with single glazing:
U1t ¼ ½hcpg þ hrpg 1 þ ½hw þ hrga 1 þ Lg=kg ð2Þ
The Eq. (2) can be written as
U1t ¼ hcpg þ
rðT2p þ T2gÞðTp þ TgÞ
1=ep þ 1=eg  1
" #1
þ hw þ
regðT2g þ T2aÞðTg þ TaÞ
Tg  Ta
" #1
þ Lg=kg ð3Þ
In the above analytical equation sky temperature is taken equal
to ambient temperature (as in Eq. (1)). The thermal resistance
of glass cover is a small fraction of total thermal resistance
to upward heat ﬂow and can be approximated. The wind
heat transfer coefﬁcient has been considered as independent
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Figure 1 Percentage error in Ut with air gap spacing.
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empirical equation has been suggested [13]:
Tg ¼ Ta þ h0:38w ½0:567ep  0:403þ Tp=429ðTp  TaÞ ð4Þ
It was reported [13] that analytical Eq. (3) gives results (values
of Ut) within three percent to numerical solutions for all pos-
sible combination of variables whereas the computational level
of errors in Ut resulting from use of approximate method; Eq.
(1), is very high (of about 30%).
The convective heat transfer coefﬁcient between absorber
plate and glass cover, hcpg , in Eq. (3) can be estimated from cor-
relations for Nusselt number suggested by Hollands et al. [15]
and Buchberg et al. [16]. Hollands et al. [15] summarized that
their correlation predicts convective heat transfer coefﬁcient
with a maximum error of 5% for angle of inclination of collec-
tor between 0 and 60 and with an error of 10% for angle of
inclination from 60 to 75. Buchberg et al. [16] have proposed
three region and two region correlations for estimation of hcpg
but those correlations are valid for value of b from 0 to 60.
Therefore, analytical equation for computation of Ut [13] can
be used for value of b between 0 and 60 and cannot be used
for single glazed ﬂat plate collectors with vertical conﬁgura-
tion. Badescu [17] has proposed equations for calculation of
top heat loss coefﬁcient of a single glazed ﬂat collector for near
vertical conﬁguration taking into account weather conditions
of Mars. Approximate method; Eq. (1), is still used for estima-
tion of Ut of single glazed ﬂat collector with vertical conﬁgura-
tion/performance evaluation of thermal systems as evident
from literature [18–20]. Eq. (3) can be employed for computa-
tion of Ut of single glazed FPC with vertical conﬁguration if
hcpg and Tg are known. The convective heat transfer between
absorber plate and glass cover can be calculated from the cor-
relations for Nusselt number suggested by Elsherbiny et al. [21]
for enclosed cavities for value of b from 60 to 90.
In the present work empirical relation for glass cover tem-
perature of a single glazed ﬂat plate collector with vertical con-
ﬁguration has been developed following the procedure given
by Mullick and Samdarshi [13]. Top heat loss coefﬁcient is cal-
culated by analytical Eq. (3).
2. Empirical relation for temperature of glass cover
Values of individual heat transfer coefﬁcients vary relatively
small due to variations in glass cover temperature of single
glazed FPC. Therefore, Eq. (3) can predict values ofUt of single
glazed ﬂat plate collector with vertical conﬁguration with a rea-
sonable degree of accuracy with approximate values of Tg. An
approximate value of glass cover temperature has been obtained
by empirical relation. Assuming one dimensional heat ﬂow,
neglecting internal energy and temperature drop across glass
cover, the ratio of outer to total resistance can be written as
Tg  Ta
Tp  Ta ¼
Rga
Rpg þ Rga ¼ r ð5Þ
where Rpg is the thermal resistance between plate and glass
cover and Rga is the thermal resistance between glass cover
and surroundings.
Then from Eq. (5), Tg can be calculated as
Tg ¼ Ta þ rðTp  TaÞ ð6Þ
Since the factor ‘r’ is mainly a function of individual heat
transfer coefﬁcients, an empirical relation for factor ‘r’ canbe expressed as a function of basic variables the plate temper-
ature Tp, emittance ep and wind heat transfer coefﬁcient hw.
The empirical relation for ‘r’ is obtained through non linear
regression analysis noting that ‘r’ tends to zero as hw tends
to inﬁnity.
The following relation for ‘r’ is obtained:
r ¼ h0:42w 0:621ep þ
Tp
505
 0:27
 
ð7Þ
Then from Eq. (6), Tg can be calculated as
Tg ¼ Ta þ h0:42w 0:621ep þ
Tp
505
 0:27
 
ðTp  TaÞ ð8Þ
The range of variables covered in the present work is
20–150 C for absorber plate temperature, 0.1–0.95 for absor-
ber coating emittance, 20–50 mm for air gap spacing, 60–90
for collector tilt angle, 5–30 W/m2 K for wind heat transfer
coefﬁcient and 10 C to +40 C for ambient temperature.
Minimum value of temperature difference between absorber
and ambient temperature (Tp  Ta) is assumed to be equal to
20 for analysis. It has been veriﬁed that the maximum abso-
lute error obtained in values of temperature of glass cover cal-
culated from Eq. (8), in comparison to results of numerical
solution of heat balance Eqs. (A.1) and (A.2), is within 9 over
entire range of variables covered in the present analysis. The
values of Ut computed by Eq. (3) with values of Tg obtained
from Eq. (8) are compared with values of Ut obtained by
Eq. (3) with Tg obtained from numerical solution of heat bal-
ance Eqs. (A.1) and (A.2) over entire range of variables cov-
ered in the present work. The maximum absolute error in
computed values of Ut of single glazed ﬂat-plate collector with
vertical conﬁguration has been found to be less than 2% in
comparison to values of Ut obtained by iterative solution of
heat balance equations.
3. Results and discussions
The semi-empirical Eq. (1) predicts values of Ut with reason-
able accuracy, in comparison to numerical solution, for certain
ranges of variables for which it has been developed and it is
more inaccurate for other ranges of variables. This statement
is supported by the results discussed in subsequent paragraphs.
The values of Ut obtained by numerical solution of heat
balance equations are taken base values and percentage errors
in computation of Ut by use of semi-empirical Eq. (1) and the
analytical Eq. (3), with Tg from Eq. (8), are calculated. The
results have been shown in Figs. 1–6. Fig. 1 shows the varia-
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302 S. Kumar, S.C. Mullicktion of percentage computational error in Ut with air gap spac-
ing. It can be seen from Fig. 1 that using the analytical Eq. (3)
the error is less than 0.5%, whereas, by using the empirical Eq.
(1) the minimum error is 11% for L= 25 mm and the error in-
creases for values of L greater than 25 mm. The reason for the
increase in computational error in Ut can be stated that the
approximate method does not provide/estimate Tg. So the val-
ues of hcpg cannot be estimated for any given combination of
variables. The analytical equation includes Tg explicitly and
hcpg is calculated for any value of L by using appropriate cor-
relation for hcpg. Fig. 1 illustrates that by using the analytical
equation the error does not increase even though the value
of L increases from 25 mm to 50 mm. The variations of per-
centage computational error in Ut with collector tilt angleare shown in Fig. 2. It is noted that computational error in
Ut by the use of Eq. (3) is negligible (within 0.5%) in compar-
ison to errors obtained from using empirical Eq. (1). The Eq.
(1) does not consider the effect of angle of tilt on Ut for values
of b between 70 and 90. The error by use of Eq. (1) increases
for value of tilt angle greater than 70 and the error is maxi-
mum at b= 90.
Fig. 3 shows the variation of percentage computational er-
ror in Ut with absorber plate temperature. It can be seen from
this ﬁgure that using the analytical Eq. (3) the error is less than
0.5%, whereas, by using the empirical Eq. (1) the error de-
creases with increase in plate temperature. At low plate tem-
peratures the error increases up to 18%. The variation of
error in computation of Ut with plate emittance is shown in
Fig. 4. It is evident from this ﬁgure that using Eq. (3) the error
in computation of Ut is negligible (less than 0.6%) while using
Eq. (1) the error is substantial. Eq. (1) gives negligible error
when ep = 0.1 and ep = 0.9 whereas in the middle range of
plate emittance (0.4 6 ep 6 0.6) the error is about 17%.
Fig. 5 shows the variation of percentage error in Ut with ambi-
ent temperature. It can be observed from this ﬁgure that by
using the Eq. (3) the error is 1.1% whereas by using the Eq.
(1) the error increases with increase in ambient temperature.
At higher ambient temperature (Ta = 313 K), Eq. (1) results
in error of about 15%. The variation of computational error
in Ut as a function of wind heat transfer coefﬁcient is shown
in Fig. 6. It is observed that using the Eq. (3) the computa-
tional error in Ut is within 1.1% for ep = 0.1 and ep = 0.5,
whereas, by using the empirical Eq. (1) the error is negligible
at hw = 10 W/m
2 K and the error increases at higher values
Glass cover temperature and top heat loss coefﬁcient of a single glazed ﬂat plate collector 303of hw when ep is equal to 0.5. It is also noted that using the Eq.
(1) the error is about 12% at hw = 10 W/m
2 K and the error
decreases at higher values of hw for ep = 0.1.
The results shown in Figs. 1–6 illustrate the effect of one
variable at a time. The errors resulting from use of semi-empir-
ical equations would be larger if all the possible combinations
of variables covering the entire range of variables are consid-
ered. Accordingly in the present work the results have been
analyzed considering all the possible combinations of variables
(by varying the variables in small steps). It has been found that
the maximum absolute error in values of Ut computed from
the analytical Eq. (3) is 1.8% in comparison to those obtained
from numerical solution of heat balance equations. The maxi-
mum absolute errors in computation of Ut by using the empir-
ical Eq. (1), as compared to those obtained by numerical
solution of heat balance equations, is about 23%. It has also
been veriﬁed that the Eq. (3) can be used with reasonable accu-
racy for air gap spacing between plate and glass cover less than
20 mm. For example, the analytical Eq. (3) with Tg from Eq.
(8) result in absolute computational error in Ut equal to
0.1% when L= 10 mm, Tp = 333 K, Ta = 273 K, ep = 0.1,
hw = 10 W/m
2 K and b= 90. The maximum absolute error
in computation of Ut by the use of analytical Eq. (3) with Tg
from Eq. (8) for values of L between 10 and 20 mm and for en-
tire range of other variables Tp, ep, hw, Ta, and b covered in
present work is found to be less than 2% in comparison to re-
sults of numerical solution.
The reasons for the error in Eq. (1) can be brieﬂy analyzed
as follows: Tg has not been explicitly employed in Eq. (1) but
only indirectly contained in it. In obtaining Eq. (1) the convec-
tion and radiation terms have been regrouped rather than as
these would appear as per thermal network for heat losses
[7,9]. Eq. (1) has been obtained through empirical modiﬁca-
tions of the equation of Hottel and Woretz [7] which assumed
emittance of absorber plate equal to that of glass cover, in or-
der to permit regrouping of the convection and radiation
terms. This was possible as selective coatings were not em-
ployed at that time. In the analytical Eq. (3), Tg has been used
explicitly and hence it is possible to obtain the convective and
radiative heat transfer coefﬁcients and use them as such in Eq.
(3) without having to regroup the convection and radiation
coefﬁcients as would be required for eliminating glass cover
temperature. As a result the analytical Eq. (3) correctly pre-
dicts the variation of Ut with collector parameters such as
emittance of absorber plate, air gap spacing and climatic vari-
ables such as wind heat transfer coefﬁcient over entire range
considered in the present work.
4. Conclusions
The method proposed in the present work for computation of
Ut of single glazed ﬂat plate collector with vertical conﬁgura-
tion predicts values of Ut with greater accuracy for entire
ranges of variables covered in the present work. The maximum
absolute error in computation of Ut is within two percent in
comparison to results of numerical solution.
The advantage of using proposed method over approximate
method is that the glass cover temperature can be found by
empirical equation hence appropriate correlation for hcpg can
be used and other radiative heat transfer coefﬁcients can also
be computed.Appendix A
A.1. Heat balance of single glazed ﬂat plate collector
Under steady state conditions, the top heat loss ﬂux density
from absorber plate at an average temperature Tp to the glass
cover at an average temperature Tg equals to that from glass
cover to surroundings.
Top heat loss ﬂux density from absorber plate to glass cover
is given by
_Q00t ¼ ðhcpg þ hrpgÞðTp  TgÞ ðA:1Þ
And from glass cover to surroundings by
_Q00t ¼ ðhw þ hrgaÞðTg  TaÞ ðA:2Þ
Solar radiation absorbed in the glass cover has not been ta-
ken into account. For calculation of Ut, the standard practice
is to account for this energy inﬂux in the overall energy bal-
ance by increasing the energy absorption term (through an
artiﬁcial enhancement in the optical efﬁciency, since magni-
tude of this energy inﬂux is proportional to the insolation)
rather than by decreasing the heat loss term [9]. It is desirable
to have an expression for Ut for any absorber temperature,
independent of insolation level [9]. Eqs. (A.1) and (A.2) have
to be solved iteratively to ﬁnd value of Tg since convective
and radiative heat transfer coefﬁcients are non linear func-
tions of Tg.A.2. Radiative and convective heat transfer coefﬁcients
The radiative heat transfer coefﬁcient between absorber plate
and glass cover, hrpg is given by
hrpg ¼
rðT2p þ T2gÞðTp þ TgÞ
1=ep þ 1=eg  1 ðA:3Þ
The convective heat transfer coefﬁcient between absorber
plate and glass cover is an important parameter in heat bal-
ance of ﬂat plate collector especially when absorber has selec-
tive coating. Elsherbiny et al. [21], based on their extensive
experimental data, proposed following correlations for Nus-
selt number for enclosed cavities for angle of tilts between
60 and 90:
(i) For b= 90, for Rayleigh number range,
103 6 RaL 6 107, 5 6 AR 6 110
Nu1 ¼ 0:0605Ra1=3L
Nu2 ¼ 1þ 0:104Ra
0:293
L
1þ ð6310
RaL
Þ1:36
( )324
3
5
1=3
Nu3 ¼ 0:242 Ra
AR
 0:272
Nu90 ¼ ½Nu1;Nu2;Nu3;max:
ðA:4Þ
S. Kumar, S.C. Mullick(ii) For inclined layers (b= 60)Nu1 ¼ 1þ 0:0936Ra
0:313
L
1þ G
 7" #1=7
where
G ¼ 0:5
1þ RaL
3160
 20:6h i0:1
Nu2 ¼ 0:104þ 0:175
AR
 	
Ra0:283L
Nu60 ¼ ðNu1;Nu2Þmax:
ðA:5Þ
(iii) For angle of inclination between 60 and 90
Nub ¼ ð90 degbÞNu60 þ ðb 60 degÞNu90
30 deg
 	
ðA:6Þ
The radiative heat transfer coefﬁcient between glass cover and
surroundings of ﬂat plate collector is given as
hrga ¼ regðT2g þ T4aÞðTg þ TaÞ ðA:7Þ
The variations in air properties: thermal conductivity, kine-
matic viscosity, coefﬁcient of volumetric expansion and
Prandtl number with mean temperature have been taken into
account.
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